Fanvi

Release Note

Software Version: 2.6.0.5850
Models: X1. X2. X2C. X3S. X4

Date: 2018-08-13



New Features

Added ‘Enable Register MAC Header’ in web configuration page, support the
Mac field in the Register message.

Added Dutch.

Added Caller ID Type.

Added conference limitation function.
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Optimization

10.

11.

12.

Increase realm configuration maximum length to 64 bits

Optimized the incoming call interface in multiple call mode

Optimized the TR-069 function

Added the EHS Disable/Enable selection item on WEB/LCD

Support XXX format on dial plan

SIP display name support receive the escape character and restore the display
Fixed the related issues of BLF compatibility

Optimized the procession of BLF list

Support multiple languages on WEB error messages notice

Optimized the voice notice when the multicast listener get the multicast
information

Optimized the cloud phonebook and URL function key by sending an HTTP
request with the SIP(default) line without the username and password

Improve the software security.



BUG Fixes

10.

11.

12.

Fixed the contact incomplete display issue in some LDAP servers

Fixed the main backup function of SIP Proxy

Fixed the issue that the LED light to be turned on or off not related to the
configuration item

Fixed STUN stability issue.

Fixed the issue that the phone does not auto download the option 66
configuration file after getting VLAN ID

Fixed TLS calls can not resume hold issue on servers.

Fixed when the phone upgrade automatically, the interface showing
problems.

Fixed the problem that the caller receives the 404 restart from the Avaya
server.

Fixed the problem of automatically exiting to the standby screen after
entering the screen saver for 2 minutes.

Fixed the issue that hold can not be resumed under certain servers when be
called.

Fixed conference call can not be established in some cases.

Fixed the problem that 3CX uaCSTA is not connected properly after the

phone is powered off.



4 New Features Description

1. Added ‘Enable Register MAC Header’ in web configuration page

Description: Add two configurations ‘Enable Register MAC Header’ and
‘Enable MAC Header’ on the web page.These two configuration items are
primarily used to control whether sip registration package and the user agent

include the MAC fields . The configuration on web page as follows:

Keep O

Enable Send Anonymous @ Disable Send Anonymous (5]
+ System Enable Call Waiting @ Disable Call Waiting o
* Nekwork Specific Server Type comMMoN v | @ DNS Mode A @
Registration Expiration 3600 [Second @ Keep Alive Type UbP v @
Use VPN v @ Keep Alive Interval 3o Second @
Use STUN [ Sync Clock Time @
> Phone settings Convert URID v @ Enable Session Times (7]
DTMF Type AUTO e Session Timeout o Second @
s Phonebook DTME SIP INFO Mode Send 10/1 7| @ Enable Rport “ @
Transportation Protocol uor v | @ Enable PRACK ~ @
, Colllogs SIP Versien RFC3261 v | @ Keep Authentication [~}
Caller ID Header PAI-RPID- v | @ Auto TCP )
b G Enable Strict Proxy o Enable Feature Sync o
Enable user=phone < @ Enable GRUU @
Enable SCA @ BLF Server 7
Enable BLF List @ BLF List Number @
RTP Encryption @ RTP Encryption Key )
Enable Muts (]
VQ name @ vQaddress L]
vQ port 5060 @ VQ Hup/Hitps server L]
uaCSTA Number Enable ChgPort -
Flash Mode Normal v Use Tel Call
Flash Info Content-Type Flash Info Content-Body
Deal 180 - Enable MAC Header

| Enable Register MAC Heade: BLF dialog strictly matched v

SIP Global Settings >>

Apply

2. Added Caller ID Type
Description: Phone caller IP type have three display options: Name priority, No
display, Normal.
Normal mode is the color screen IP Phone default display mode.Name priority only
shows the name. No display, the caller interface is blank,the name and number is

not display.The configuration on web page as follows:
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Features Trusted Certificates || Device Certificates
A 1 eauses - vy 1 sauses Luisaue o
- - " K3
Emergency Call Number [~] DND Response Code gn‘TEV:G arily Net Available)
q ) v
Enable Password Dial %) Busy Response Code 336\845\« Hers)
( ) v
Password Dial Prefix 7] Reject Response Code %ﬂxuacme,
Encryption Number N
Enable Phone DND ] Length o (0~31) @
* Phone settings ?peﬂ"ﬂ Active URI Source ) Push XML Server [
Allow IP Cal v 9 Enable Multi Line ¢ @
» Phonebook Play Dialing DTMF Tone @ @ Enable Default Line v @
Play Talking DTMF Tone @ @ Enable Auto Switch Line & @
: Call logs Caller name Display phoneBook-LDAP-SIP DisplayNam ¥ | _ . _ . —
Priority Default Ext Line SIP1 v
Hotline Number ] Hotline Delay 0 Second(0~9)

> Function Key

Enable Number Privacy o Matching Direction From left to right v | @
Starting Position 0 (o~238) @ Hide Digits o (0~38) @
Enable Code Plan Enable holding Tone “
Country Code Area Code
DTMF/Transfer DTMF/Hold
DTMF/Conference .
ra Limit Rraf Lanference Limit Length [0 (0~30)
Caller Display Type Normal v
Display names first
Display Blank
Power Led Settings >>

Record Settings >>

Action URL Event Settings >>

3. Added conference limitation function

Description: WEB add conference limit prefix and conference limit length

Parameter name Description

Conference Limit Prefix For example, if set to 0, the number starting with 0 cannot enter the

conference.

Conference Limit Length | For example, if it is set to 4, the number above 4 cannot enter the me

conference.

Web Page Configuration:

o — " s e —
480(Temporarily Not Available) ¥
Emergency Call Number @ DND Response Code B0(Temporarily Not Availab!
486(Busy H: v
Enable Password Dial Y 8usy Respanse Code | %" usy Here)
( )
Password Dial Prefix ) Reject Response Code ﬁaﬂlDadme, v
Encryption Number I
Enable Phone DND (] Length o (0~31) @
* Phone settings ;est‘c: Active URI Source Y Push XML Server )
Allow IP Cal v @ Enable Multi Line @
+ Phonebook Play Dialing DTMF Tone & @ Enable Default Line v @
Play Talking DTMF Tone @ @ Enable Auto Switch Line ¥ @
+ Call logs Caller name Display phoneBook-LDAP-SIP DisplayNam ¥ A .
Priority Default Ext Line SIP1 v
5 Bty Hotline Number @ Hotline Delay ] Second(0~9)
Enable Number Privacy (] Matching Direction From left to right ¥ | @
Starting Position o (0~38) @ Hide Digits 0 (0~38) @
Enable Code Plan Enable holding Tone L4
Country Code Area Code
DTMF/Transfer DTMF/Hold
DTHF/Conterence Allo vo ext call
Conference Limit Prefix | Conference Limit Length [0 (0~30)
Caller Display Type Normal v
Apply
Power Led Settings >>
Record Settings >>

Action URL Event Settings >>
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