Settings on PC

Before update the firmware, please setup a FTP server on your pc, and place your new firmware that will be download under the root Dir of the FTP server. After this, please new a FTP account and ensure you could download the new firmware by this account.

Download and upgrade Post

The steps 1-4 are the same as Download and upgrade firmware

5 Input 0 for update post
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You should input “0” then press enter key,input the password: bootrom

The file name: post.bin(It would be best set the name short)

6 Input “4”, the phone will reboot.

ATTENTIONS：Please do not cut off the electricity in the process of upgrading!

Download and upgrade firmware

POST Mode(safe mode)
Access Post Mode Process 
1 PC connect to phone’s LAN port

2 power off  
3 press # and power on till the LCD display POST MODE
4 telnet 192.168.10.1, and you could see follow figure if you connect to the phone successfully.
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5 Input 2 for update firmware
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Input server address:
192.168.10.10
Input_inage name:
FU60208804. 2

Input user name:
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Input password
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[IL 0047] 08714706 08:
I[C 0047] 0871406 08:37:
I[C 0047] 0871406 08:37:
IlL 0047] 08714j06 08:

I[C 0047] 0871406 08:37:

4 Connection accepted from 192.168.10.1
5 Command "USER 4" received

5 PASSword accepted

5 User 4 logged in

5 Command “TYPE I"

I[C 0047] 08/14/06 08:37:05 TYPE setto I N
I[C 0047] 08/14/06 08:37:05 Command "PASV" received

I[C 0047] 08/14/06 08:37:05 Entering Passive Mode (192,168,10,10,4,105)
I[C 0047] 08/14/06 08:37:05 Command 2" received

I[G 0047] 0814/06 08:37:06 Got file C:tmp\FV60200804.2 successfully

While updating , the ftp server log infomation

For Help, press F1 2 sockets |1 user NUM




When it remind you input server address, please input your pc IP(if the FTP server was setup on your PC), when it remind you input image name, please input the name of the new firmware, when it remind you input user name and input password, please input the FTP account and password. It will remind the phone update start and so on, after it reminds update success! Please in put 4 so the phone will reboot and you update the firmware successfully.

Phone provides safe mode. When there is booting problem because of setting problem or firmware problem. User can restore the factory setting or upgrade to a new firmware to solve this problem.
