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Specifications are subject to change without notice.
Liability Disclaimer

Fanvil may make changes to specifications and product descriptions at any time, without notice. Designers must not rely on the
absence or characteristics of any features or instructions marked as reserved or undefined. Fanvil reserves these for future
definition and shall have no responsibility whatsoever for conflicts or incompatibilities arising from future changes to them. The
information here is subject to change without notice. Do not finalize a design with this information. The products described in this
document may contain design defects or errors known as errata which may cause the product to deviate from published
specifications. Current characterized errata are available on request. Contact your local Fanvil sales office or your distributor to
obtain the latest specification and before placing your product order.
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1 Revision History

Revision history:

Revision Author Date Description
0.0.0 jason 2014-1-20 The initial version
© 2012 Fanvil Co., Ltd. 4

This document contains information that is proprietary to Fanvil Co., Ltd.
Unauthorized reproduction or disclosure of this information in whole or in part is strictly prohibited.



Fanvil

2 Introduction

2.1 Overview

Introduction Ralink single port A1, post method uses two of A2.

2.2 Target Audience

Maintenance A1, A2 developer clerks, technical support staff, such as for internal testers.

2.3 Glossary

None

2.4 Reference

None
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3 Post Basic use

3.1 Into Post

The first step :
In the Windows start - > run type “cmd” in the conversation, click ok, open a command line window.

\_" x|

=== Typethe name of a program, felder, document, or Internet
rescurce, and Windows will open it for you.

Open: cmd j

QK Cancel Browse... |

The second step:
Into the nc program directory, such as | put the nc. Exe in E: \ nc directory :

C:\Documents and Settingsnewle:
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The third step:

Type the command nc - u - v - p 6666 192.168.10.1 6666 (Thel192.168.10.1 IP for stand-up

devices ) and confirm it , the IP address of the PC has the network segment , attention, Network

cable to connect the LAN port of the equipment.

C:sDocuments and Settings“newre:
c:s>cd ne

fiwneXne —u —w —p 6666 192.168.18.1 6666

And then restart the stand-up equipment and continuous input enter under the command window,

until the tip window appears as follows
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C:“Documents and Settingsnewre:

E:=~»cd nc
Ez“nc>nc —u —v —p 6b66 192.168.18.1 6666

DMS fwdsvev mismatch: localhost *= new—lefd4cd2abhbe
localhost [192.168.18.1]1 6666 (7> open

inknown command

FOST Menu
[1]1 TFTP Client Download
[2]1 Show current MAC address

[3]1 Clear Config
[4] Exit

Please enter your numbher:

3.2 Check the MAC address
Type 2, check the MAC address

Unknown command

TFTP Client Download
Show current MAC address
Clear Config

Please enter your numbher: 2
Ly

MAC ADDRESS = BA:P1:8e:59:68:ce

POST Menu

[1]1 TFTP Client Download
[2]1 Show current MAC address
[3]1 Clear Confiyg

Please enter your numbher:

The screen will appear:
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MAC ADDRESS = 00:01:0e:59:68:ce
And then will continue to prompt for the command

3.3 Remove configuration

Enter 3 to remove configuration to factory configuration

3.4 Upgraded version
Input 1, upgrade the image

[3] Clear Config
[4] Exit

Please enter your numhepr: 2
2
MAC ADDRESS = BA:P1:Be:59:68:ce

POST Menu

;lient Download
Show current MAC address
Clear Config
Exit

Please enter your numbher: 1
1

Please Input new ones Aor Ctrl-C to discard
Input device IP (192.168.18_.1> ==:

Input server IP {192.168.1.135> ==:192.168.1.146
192.168.1.146
Input Target Filename <1881-release-20180-B7-29-19.25_.bin> ==:image.bin

First prompted for Input device IP (192.168.10.1) ==: Please do not modify
And then prompts for Input server IP (192.168.1.135) ==:Please enter the tftp server ip
for example: 192.168.1.146

And then prompts for Input Target filename (1001-release-2010-07-29-19.25.bin) ==: Please

enter the upgrade version, for example: image.bin
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4 Post Hidden commands

4.1 Set MAC address

Enter “9” Set MAC address, password is “sz_mxx@sz*ucidt”.

G BEE

Unknown command

FOST Menu

[11 TFTIPF Client Download

[2]1 Show current MAC address
[3]1 GClear Gonfig

[4]1 Exit

Please enter your numher: 9
7
Enter password: sz_mxPsz"ucidt

sz_mxxBsz ucidt

Current wan mac address is B8:01:8e:57:68:ed

Enter new wan mac address (AA-AA:AA:-AA:AA:AA>: BB:B1:Pe:59:68:-ab

4.2 Clear MAC address

Enter “c” Clear MAC address, password is “macclear”.
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POST Menu

[11 TFTP Client Download

[2]1 Show current MAC address
[3]1 Clear Config

[4]1 Exit

Flease enter your number: c
i

Enter password: macclear
macc lear

b_end =BF?FFFFF

Eraze Flazsh from BxbfB48000 to Bxbf@4ffff in Bank # 1
done

Erased 1 sectors

Copy to Flash... done

mac address write completed

[1]1 TFTP Client Download
[2]1 Bhow current MAC address

4.3 Clear mmiset

Enter “m”, clear mmiset.

[1] TFIP Client Download

[2] Show current MAC address
[3]1 Clear Config

[4]1 Exit

Please enter your number: m

Warning?? This command will clear the mmiset of Board.
Are vou sure? (Y /N>

Erase mmiset *?

From BxBF3D8888 To BxBF3EFFFF

b_end =BF?7FFFFF
Erase Flash from Bxbf3dBBBA to Bxbf3effff in Bank # 1
done
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4.4 Upgrade Post

Enter “p” upgrade Post, password is “bootrom”.
localhost [192.168.18.11 6666 (7> open

linknown command

TFTP Client Download
Show current MAC address
Clear Config

Exit

Please enter your numher: p

post update password: hootrom
hootrom

Please Input new ones Aor Ctrl-C to di
Input device IP <192.168.18.1>

Input server IP (192.168.1.52) ==:

Input Uboot filename {(3281-release—-2018-87-30-18.27.hin> ==:iuboot.bin

4.5 Upload burning documents

Enter “u” Upload burning documents, password is “voipwl”.
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localhost [122.168.18.11 6666 (7> open

TFTP Client Download
Show current MAC address
Clear Config

Exit

Enter upload password: voipwl

Input new ones Sor Ctrl-C to disca
Input device IPF (122.168.18.1)> ==:

Input server IP {192.168.1.52> ==:192.168.1.135
192.168.1.135
Input Target filename <(uboot.bhin)? ==:tupload.bin

4.6 Into Uboot

Enter “-” into the default uboot command menu.

TFTP Client Download
Show current MAC address
Clear Config

Exit

FPlease enter your numbep: -
return to main menu
5]
RT3852 # help
he 1p
in do_help.cmd_items=22
— alias for "help’
boot application image from memory
Memoyy copy
erase erase FLASH memory
g0 start application at address ’addy’
he 1p print online help

mi - memory display
mdio — Ralink PHY »egister R-W command *?
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4.7 From Uboot in entering Post

Enter “wlpost”, You can also return to the menu command post.

memory modify <constant address)
printenv— print environment variahles

enabhle or disable FLASH write protection

Perform RESET of the CPU

run commands in an environment wvariahle

save environment variables to persistent storage

set environment variables

read-write data fromAsto eeprom or vtss

boot image via network using TFTP protocol
tftpupload— upload flash content via network using TFIP protocol

i = print monitor version
- enter winline post menu

POST HMen

Clie

Please enter your numher:
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